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 Continuously Monitors system pressure and dewpoint 

 Audible (85 dB) and visual alerts (Red or White strobe) for limits 

 Display of current pressure and dewpoint on front panel 

 Includes 4-20 mA output for system pressure and dewpoint 

 Simple 120-volt power source (6-ft cord provided) 

 ¾-inch NPT Compressed Air Mount assembly with isolation valve and bleeder orifice 

included (only uses 1-cfh to sample) 

 ASHA-1000 with Compressed Air Mounting assembly  

 

½ inch NPT Penetration to 

Compressed Air System

Replaceable Smart Sensor Tip

Can measure 

Dew Point, RH, T, or Pressure

Air Header Systems Alarm

ASHA 1000

Dew Point  -10C    

Pressure: 120 PSIG      

Flashing Light and Intermittent Sound

For under pressure or high dew point

Alarm Disable Switch

110 VAC Power Cord

FEATURES:

   110 / 220 VAC 60 hz Power

   Local Digital LCD Display

   Monitors DewPoint, Pressure

   Pre-Programmed Audible & Visible Alarms for Low Pressure or High DewPoint

   Flashing LED (White or Red) and Intermittent Buzzer (80db)

   Access to 4-20 mA or Voltage analog outputs, and RS232 Serial Port

   Field adjustable settings

   Alarm disable switch

   Pressure Range: up to 400 psig

   Dew Point Range: -40C to +40C

   Smart Sensor Tip is easy to replace – comes with NIST traceable certificate

   No need to send probe back for calibration, just replace the smart sensor tip

   Sensor tip can measure DewPoint, RH, Pressure, and temperature

   

6 foot long Sensor Cable
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HVAC DUCT 

MOUNT

CAM

MOUNT

PIPE FLANGE 

MOUNT

SURFACE- WALL 

MOUNT

UNI-STRUT 

MOUNT

 

Compressed Air Mount assembly 
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Air Header System Alarm

AHSA 2000

Dew Point  -10C    

Pressure: 120 PSIG      

 

1.38 in 

(35.1mm)

 

1.32 in 

(34mm)

 

 

 

  

2.4" (60.96 mm)

9.5" (24.13 cm)

0.5" (12.7 mm)

twist

  

Maximum Insertion Depth: 6.0" (15.24 cm)

  

Minimum Insertion Depth: 2.5" (63.5 mm)
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